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FIXTURE MOUNTING

ON CONTINUOUS SLOT CHANNEL

SIGN LOAD (WATTS) AND FUSING

HINGE SECTION

MOUNTING VIEW

FRONT VIEW

TOP VIEW

SECTION-LIGHTING FIXTURE

10�"

10"

2.5 A

3 A

(STAINLESS STEEL)

TOGGLE ACTION LATCH

(PREVENTS LONGITUDINAL SHIFT)

CAPTIVE HINGE RETAINER
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KNOCKOUT FOR �"C (QUANTITY 2)

BALLAST

CLOSED

HINGE

Conduit shall be secured to nearest member using

one-hole galvanized mallable iron or steel straps at 5’-0"

maximum centers and brass machine screws tapped into

Ballasts and terminal boards shall be marked with legible

symbols. Conductors shall be tagged and their identification

marked on the corresponding terminal on the terminal

board as shown on the typical fixture wiring diagram.

Ballast shall be one, two or three lamp types as required,

rated at 800 mA.

Each ballast shall be fused with 1�" x �" slow-blow

glass tube fuse.

Fuseholder shall be a panel mounted type.

the member.

TERMINAL BLOCK

(STAINLESS STEEL)

LOCKWASHER

TO FIXTURE

(AS SHOWN) ATTACHED

MOUNTING HARDWARE

FURNISH 4 SETS OF

FIXTURE SHELL

PART OF SIGN STRUCTURE

�"C (QUANTITY 1)

KNOCKOUT FOR

(DIMPLED)

(QUANTITY 6)

DRAIN HOLE

(QUANTITY 2)

REFLECTOR MOUNT

(�" Ø QUANTITY 4)

MOUNTING HOLE

(STAINLESS STEEL)

TOGGLE ACTION LATCH

Typ

CAST ALUMINUM END,

AT EXTENSION POINT

GROOVE ON DOOR FRAME

ALUMINUM LOCK KEYS INTO

NEOPRENE GASKET (CONTINUOUS)

EXTRUDED ALUMINUM HINGE (FULL LENGTH)

(REFER TO HINGE SECTION)

(CONTINUOUS) BOLTED TO FIXTURE BODY,

TWO PIECE EXTRUDED ALUMINUM HINGE

(SEALED AT CORNER JOINTS)

EXTRUDED VINYL GASKET (CONTINUOUS)

�" STAINLESS STEEL WASHER

�" STAINLESS STEEL NUT

(SPECULAR ALUMINUM)

REFLECTOR 0.020" Min THICKNESS

(CONTINUOUS)

EXTRUDED ALUMINUM FRAMING RAIL

ELECTRICAL SYSTEMS

(36" FLUORESCENT SIGN

ILLUMINATION EQUIPMENT)

(120 V, 208 V, 240 V OR 277 V)

BALLAST, SINGLE LAMP 800 mA

(NATURAL ALUMINUM FINISH)

0.063" ALUMINUM

FIXTURE BODY,

CLEAR ACRYLIC

LENS, �"

DETAIL M

CONTINUOUS SLOT CHANNEL

AND SHAPED FOR USE IN 1�" WIDE

MACHINE BOLT. NUTS SHALL BE GROOVED

WITH �" Ø x 1�" STAINLESS STEEL

CADMIUM PLATED STEEL CLAMPING NUT

1 LAMP AND BALLAST  - 75 W

2 LAMPS AND BALLAST - 150 W

3 LAMPS AND BALLAST - 225 W

1 A

DRAIN HOLE, �" Dia (DIMPLED)

LENS, �" CLEAR ACRYLIC

An alternative cover design shall be submitted for approval.

NOTES:

The fixture shall have an integral ballast.6.
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STATE OF CALIFORNIA

DEPARTMENT OF TRANSPORTATION

NO SCALE

FUSE AND FUSE HOLDER (1.0 A FOR INTEGRAL BALLAST)
F36T12 CW/HO

LAMP,
SPRING LOADED, SELF SEALING LAMP HOLDER
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